DS-560 Service Manual 


4. Main Operations

4.1. ON/OFF










    



   






1 - ZERO     2 - NET 

	OPERATION
	DISPLAY
	1
	2
	REMARKS

	[ON/OFF]
	8.8.8.8.8.8.
	
	
	Display for 1 seconds.

	
	
	
	
	Blank for 1 seconds.

	
	8.8.8.8.8.8.
	
	
	Display for 1 seconds.

	
	
	
	
	Blank for 1 seconds.

	
	8.8.8.8.8.8.
	
	
	

	Ready to operate
	0.0 0 0
	[image: image1.png]



	
	Weighing mode.

	[ON/OFF]
	
	
	
	Display off.


4.2. Reset and Weighing Check
All weighing operations will be performed based on the procedure shown below. Operator should check this operation

before any transactions.










    



   






1 - ZERO     2 - NET 

	OPERATION
	DISPLAY
	1
	2
	REMARKS

	Stand-by-status
	0.0 0
	[image: image2.png]



	
	

	[REZERO]
	8 8 8 8 8
	
	
	Reset the zero point.

	
	0.0 0
	[image: image3.png]



	
	

	Place an item on the platter. (e.g. 1.00kg)
	1.0 0 0
	
	
	

	Remove the item from platter
	0.0 0 0
	[image: image4.png]



	
	


4.3. Tare Subtraction









    



   






1 - ZERO     2 - NET 

	OPERATION
	DISPLAY
	1
	2
	REMARKS

	Stand-by-status
	0.0 0 0
	[image: image5.png]



	
	

	Put tare (e.g  30 g) on platter
	0.0 3 0
	
	
	

	[TARE]
	0.0 0 0
	
	
	Subtract the tare weight.

	Remove the tare weight
	- 0.0 3 0
	[image: image6.png]



	
	

	[TARE]
	0.0 0 0
	[image: image7.png]



	
	Clear the tare weight.


4.4. Automatic Shut-Off Timer Setting









    



   






1 - ZERO     2 - NET 

	OPERATION
	DISPLAY
	1
	2
	REMARKS

	Display off
	
	
	
	

	Depress [ON/OFF]
	
	
	
	

	Keep pressing for 3s
	3
	
	
	

	Release [ON/OFF] 
	8.8.8.8.8.8.
	
	
	Set Automatic shut-off timer to 3 minutes.

	Ready to operate
	0.0 0 0
	[image: image8.png]



	
	Weighing mode.

	[ON/OFF]
	
	
	
	Display off.

	
	
	
	
	

	Depress [ON/OFF]
	
	
	
	

	Keep pressing for 3s
	3
	
	
	

	Keep pressing for 6s
	1 0
	
	
	

	Release [ON/OFF] 
	8.8.8.8.8.8.
	
	
	Set Automatic shut-off timer to 10 minutes.

	Ready to operate
	0.0 0 0
	[image: image9.png]



	
	Weighing mode.

	[ON/OFF]
	
	
	
	Display off.

	
	
	
	
	

	Depress [ON/OFF]
	
	
	
	

	Keep pressing for 3s
	3
	
	
	

	Keep pressing for 6s
	1 0
	
	
	

	Keep pressing for 9s
	9 9 9
	
	
	

	Release [ON/OFF] 
	8.8.8.8.8.8.
	
	
	Set NO Automatic shut-off.

	Ready to operate
	0.0 0 0
	[image: image10.png]



	
	Weighing mode.


*NOTE :  The setting data registered in the memory keeps effectiveness unless new data is established.

4.5. Display Dimmer Setting









    



   






1 - ZERO     2 - NET 

	OPERATION
	DISPLAY
	1
	2
	REMARKS

	Stand-by-status
	0.0 0 0
	[image: image11.png]



	
	

	[RE-ZERO]
	8 8 8 8 8 8
	
	
	Enter [TARE] [TARE] [TARE] while depressing

	[RE-ZERO] + [TARE] [TARE] [TARE]
	(( 1 ((
	
	
	[RE-ZERO].  Display current dimmer level.

	[RE-ZERO]
	(( 2 ((
	
	
	

	[RE-ZERO]
	(( 3 ((
	
	
	[RE-ZERO] key to increase dimmer level.

	[ON/OFF]
	(( 2 ((
	[image: image12.png]



	
	[ON/OFF] key to decrease dimmer level.

	[TARE]
	0.0 0 0
	[image: image13.png]



	
	[TARE] key to store setting & escape to Weighing mode.


4.6. kg and lb Conversion
  (For 4 keys version only. Available when SPEC08 = 001)










    



   


1 - ZERO     2 - NET 

3 - kg

4 - lb

	OPERATION
	DISPLAY
	1
	2
	3
	4
	REMARKS

	Stand-by-status
	0.0 0 0
	[image: image14.png]



	
	[image: image15.png]



	
	

	Put product on platter
	0.5 0 0
	
	
	[image: image16.png]



	
	Weight in kg.

	Remove product from platter
	0.0 0 0
	[image: image17.png]



	
	[image: image18.png]



	
	

	[UNIT]  *note
	P O U N D
	
	
	
	[image: image19.png]



	Change to lb, display for 2 seconds.

	
	0.0 0 0
	[image: image20.png]



	
	
	[image: image21.png]



	

	Put product on platter
	1.1 0 0
	
	
	
	[image: image22.png]



	Weight in lb.

	[UNIT]  *note
	M E T R I C
	
	
	[image: image23.png]



	
	Change to kg, display for 2 seconds.

	
	0.5 0 0
	
	
	[image: image24.png]



	
	

	Remove product
	0.0 0 0
	[image: image25.png]



	
	[image: image26.png]



	
	


*NOTE: The operation can not be executed when Tare Subtraction is performed.
4.7. kg, decimal lb and kati Conversion
   (For 4 keys version only. Available when SPEC08 = 010)










    



   


1 - ZERO     2 - NET 

3 - lb

4 - kati

	OPERATION
	WEIGHT
	1
	2
	3
	4
	REMARKS

	Stand-by-status
	0.0 0 0
	[image: image27.png]



	
	
	
	

	Put product on platter
	0.5 0 0
	
	
	
	
	Weight in kg.

	Remove product from platter
	0.0 0 0
	[image: image28.png]



	
	
	
	

	[UNIT]  *note
	P O U N D
	
	
	[image: image29.png]



	
	Change to decimal lb, display for 2 seconds.

	
	0.  0.  0
	
	
	[image: image30.png]



	
	

	Put product on platter
	1.  1. 6 0
	
	
	[image: image31.png]



	
	Weight in decimal lb.

	Remove product
	0.0 0 0
	[image: image32.png]



	
	[image: image33.png]



	
	

	[UNIT]  *note
	K A T I
	
	
	
	[image: image34.png]



	Change to kati, display for 2 seconds.

	
	0.  0.  0
	[image: image35.png]



	
	
	[image: image36.png]



	

	Put product on platter
	0. 1 3. 2 0
	
	
	
	[image: image37.png]



	Weight in kati.

	[UNIT]  *note
	M E T R I C
	
	
	
	
	Change to kg, display for 2 seconds.

	
	0.5 0 0
	
	
	
	
	Weight in kg.

	Remove product
	0.0 0 0
	[image: image38.png]



	
	
	
	


*NOTE: The operation can not be executed when Tare Subtraction is performed.

4.8. Set Default Weight Unit
  (For 4 keys version only. Available when SPEC08 = 001 or SPEC08 = 010)










    



   






1 - ZERO     2 - NET 

	OPERATION
	DISPLAY
	1
	2
	REMARKS

	Stand-by-status
	0.0 0 0
	[image: image39.png]



	
	

	[RE-ZERO]
	8 8 8 8 8 8
	
	
	Enter [UNIT] [UNIT] [UNIT] while depressing

	[RE-ZERO] + [UNIT] [UNIT] [UNIT]
	M E T R I C
	
	
	[RE-ZERO]. Display default weight unit setting.

	[ON/OFF]
	P O U N D
	
	
	[ON/OFF] key to select weight unit.

	[TARE]
	0.0 0 0
	[image: image40.png]



	
	[TARE] key to store setting & escape to Weighing mode.
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